
Description
DC blocks are designed to block DC signals from 
passing through the center conductor of a coaxial
transmission line.

Installation
The DC block is a bidirectional RF device. Either 
RF port may be connected to the equipment side or 
the antenna side of the transmission line interface 
to provide equivalent protection. 

Do not leave DC block RF ports exposed in 
outdoor applications.

During installation, all grounding contact surfaces 
must be clean, dry, and free of oxidation.
 
Note: To prevent corrosion near areas of severe 
industrial pollution, devices installed outdoors must 
be wrapped with weatherproofing tape.

Microwave Performance Testing
DC blocks can be readily tested for microwave 
performance using any network analyzer.

Notice
The installation, maintenance, or removal of antenna 
systems requires qualified, experienced personnel.
Andrew installation instructions are written for such 
personnel. Antenna systems should be inspected 
once a year by qualified personnel to verify proper 
installation, maintenance, and condition of 
equipment.

Andrew disclaims any liability or responsibility for the 
results of improper or unsafe installation practices.

Tighten to
3.7-5.9 Ib-ft
(5-8 N m). .
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注意：ANDREW 公司申明對於不恰當或不安全的安裝丶檢驗丶維修或拆卸操作所導致的后果不負任何義務和責任

Notice: ANDREW disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: ANDREW no acepta ninguna obligación ni responsabilidad como resultado de prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento o retiro. 
Avis : ANDREW décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou dangereuses. 
Hinweis: ANDREW lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund unsachgemäßer Installation, Überprüfung, Wartung oder Demontage auftreten.
Atenção: A ANDREW abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, manutenção ou remoção. 
Avvertenza: ANDREW declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione e smontaggio improprie o poco sicure.

Technical Support
+1 888 297 6433, Option 3 (Toll Free US and Canada)
awpnarsupport@andrew.com
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